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Niskin Bottle 5L
The depth of sample will dictate the method of sample capture, the orientation of
the mounted water sample bottle, as well as the method of deployment and
recovery. Water samples may be collected (deployed and recovered) manually
or on a winching system. Additionally, sample containment may be triggered
through a manual messenger system or through an acoustic or electronically
actuated pressure release system.
.

Niskin Bottle is
lowered over the
side of the vessel.
The bottle is open at
both ends so it can
take a pure sample
at the predetermined
depth of interest
using depth
markings on
rope/cable.

Equipment Name
Niskin Bottle 5L

Manufacturer
General
Oceanics

Once it
reaches depth,
it is sealed off
at both ends
by a weighted
messenger,
then raised
back up to the
surface.

Empty Weight
(kg)

Full Weight
(kg)

3.6

8.63

Limitations
Prevailing
environmental
parameters.

Handling Requirments
To be deployed either by hand,
in depths suitable for manual
deployment, or by a suitable
winching system, i.e. A-frame
or crane.
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Niskin Bottle (Horizontal)
The depth of sample will dictate the method of sample capture, the orientation of
the mounted water sample bottle, as well as the method of deployment and
recovery. Water samples may be collected (deployed and recovered) manually
or on a winching system. Additionally, sample containment may be triggered
through a manual messenger system or through an acoustic or electronically
actuated pressure release system.
.

Niskin Bottle is lowered over the side
of the vessel. The bottle is open at
both ends so it can take a pure
sample at the predetermined depth of
interest using depth markings on
rope/cable.

Equipment Name
Niskin Bottle 5L

Manufacturer
General
Oceanics

Once it
reaches depth,
it is sealed off
at both ends
by a weighted
messenger,
then raised
back up to the
surface.

Empty Weight
(kg)

Full Weight
(kg)

3.6

8.63

Limitations
Prevailing
environmental
parameters.

Handling Requirments
To be deployed either by hand,
in depths suitable for manual
deployment, or by a suitable
winching system, i.e. A-frame
or crane.
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